
*Available Eco-Red filled - Add E to the end of the model number

WHEN ORDERING: Specify (1) Thermometer Catalog
No. From the table above (2) Specify Range(s) required.
Also available as Air Duct Type and Thermowells

MODEL TEMPERATURE RANGE

BR9A35-120 0-120° F/C

BR9A35-180
BR9A35-160
BR9A35-240
BR9A35-300

30-180° F/C
0-160° F/C

30-240° F/C
30-330° F/C

9” SCALE ADJUSTABLE ANGLE TYPE

Angel's	Instrumentation
928	Canal	Dr,	Chesapeake,	VA	23462	USA	
Tel.	(757)	558-2500	Fax	(757)	558-2522	
salesdept@angelsinstrumentation.com		

MODEL AI9A35

SIMPLE ADJUSTMENT:
• Just two screws permit case to be rotated 180° & stem 

to be positioned in 10° increments allowing user to 
select the most desirable viewing position.

EASY READABILITY:
• Lens front blue reading spirit filled thermometer tube is 

mounted on V-shaped aluminum scale with bold black 
lines and numerals.

ACCURATE:
• Calibrated against standards traceable to the National 

Institute of Standards and Technology and guaranteed 
accurate to ± one scale division.

CONSTRUCTION:
• Black enameled die cast aluminum case with glass front 

to exclude dirt & dust is standard for ranges up to 400°F* 
(200°C). Plastic face is optional at additional charge. 
*Case should not be subjected to temperatures greater 
than 200°F.

CONNECTION ASSEMBLY:
• Swivel nut has 1 1/4-18" NEF thread. Bulb chambers are 

tapered to in sure proper fit in well.

NOTE:
• Also available in Straight Form (Cat. No. 105) and 90° 

Back Angle. Form (Cat. No. 115) 
Contact factory for price and availability.


